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MPA Vision
MV5 Service Kit
for Windows 95
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Technical description

MPA Vision for Windows 95 is a serv-

ice tool for DUNGS automatic burner

controls of the MPA equipment series.

e MPA Vision for use in automatic burn-
er controls operating with eBUS.

e MPAs with integrated eBUS inter-
face do not require any further
accessories for operation with MPA
Vision.

e MPAs without integrated eBUS in-
terface require an additional eBUS
service adapter.

e MPA Vision currently supports
German, English and French user
interfaces.

e Complete online help function.

Application
Parametrisation and visualisation of
MPA automatic burner controls.
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Scope of supply

eBUS/PC adapter
25-pin/9-pin D-Sub adapter
eBUS port line

MV5 software on 3.5" floppy
Configuration files
Installation instructions
Service kit for MPA Vision

Order data
MPA Vision MV5 Service Kit for
MPAXX.xX VX.XX

Order No.
Customer specific

Accessories
eBUS service adapter for machines
without integrated eBUS supply.



Functional description

MPA Vision is a software tool for burn-
er maintenance and development.
Complex interrelationships can be
presented and analysed by means of
the visualisation function.

Visualisation

Burner data can be evaluated and
presented in graphics using MPA Vi-
sion.

Status report

Usingthe statusreport, you canrecord
system data over long periods of time,
e.g. temperatures, setpoints and ad-
justing degrees.

The user can then monitor the burner
control procedure and to analyse
faults.

Service functions

MPA saves the last six faults occur-
ring in a history memory. You can call
up the fault memory using MPA Vi-
sion. Each fault is saved with a fault
code and a description.

eBUS monitoring system
The correction function of the eBUS
can be observed with the implement-
ed bus monitoring system.

Parameterisation functions

The MPA Vision tool edits MPA pa-
rameters. Complete parameter sets
can be saved, loaded or printed.
Due to four access levels, the param-
eters are protected and cannot be
changed (manufacturer, OEM, serv-
ice and operator).

MPA-Vision
Service Paket MV5 fur Windows 95

Configuration possibilities
The user interface of MPA Vision can
be adjusted individually by the user:

e Colours as per Windows 95

e Screen resultion corresponds to
monitor size

e Selection of country-specific lan-
guage (D, GB or F)

e Configuration dialogue for status
report

Online help
Integrated online help in German and
English.
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Connection to an eBUS service fe-
male connector

The scope of supply of MV5 service kit
contains an eBUS/PC converter, a D-
Sub adapter and a connecting wire
with a 4-pin Western modular contac-
tor. For this kind of control, e.g.
MPA16.04, this connection set (see
figure above) contains cables to con-
nect the MPA to the PC.

We reserve the right to make any changes in the interest of technical progress.

Head Offices and Factory
Karl Dungs GmbH & Co.
Siemensstralie 6-10

D-73660 Urbach, Germany
Telephone +49 (0)7181-804-0
Fax +49 (0)7181-804-166
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System requirements

- Pentium/90 MHz processor with 8
MB RAM (min.)

- VGA graphics card and colour mon-
itor

- Windows 95 operating system

- eBUS/PC adapter

Communication
As pereBUS specification, layer 1: V1.0

Postal address

Karl Dungs GmbH & Co.
Postfach 12 29

D-73602 Schorndorf, Germany
e-mail info@dungs.com
Internet www.dungs.com





