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Certificate of Compliance 
Certificate: 1378915 Master Contract: 157406 

Project: 70026338 Date Issued: 2015-07-23 

Issued to: Karl Dungs Inc 

3890 Pheasant Ridge Dr NE 

Blaine, Minnesota 55449 

USA 

Attention: Jason Boyd 

The products listed below are eligible to bear the CSA Mark shown 

 with adjacent indicators 'C' and 'US' for Canada and US or with adjacent 

indicator 'US' for US only or without either indicator for Canada only.    

  
  

  
  

Issued by: 
Anuj Amin 

Anuj Amin 

 

PRODUCTS 

 

CLASS - C322102 - VALVES-General purpose Actuators 

CLASS - C322182 - VALVES-Actuators - Certified to US Standards 

 

Electrical motor-operated valve actuator models: DMA 6B120, DMA 12B120, DMA 30B120, DMA 6C120, 

DMA 12C120, and DMA 30C120 

 

Ratings for all models:  

Input: 110-120 VAC, 50/60 Hz, 5.4VA Max;  

Control Input: 4 to 20mA; Output: 4 to 20mA; 30 V max 

External Contacts rated: For 120VAC, 10.5A resistive; and 120VAC, 72VA Pilot duty. For 250 VAC, 5A 

resistive 

Ambient temperature: -10ºC to 50ºC 
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Model: 

Auxiliary Switch Contact:  

Torque:  

(In/Lbs) 

Operating 

Speed 90°: 

(Seconds) Duty Cycle: FLA: (A) LRA: (A) 

DMA 6B120, 

DMA 6C120 
10.5 9  12 6 100% 

DMA 12B120, 

DMA 12C120 
10.5 9 25 12 100% 

DMA 30B120, 

DMA 30C120 
10.5 9 27 30 100% 

Note: FLA = Full Load Amperage; LRA = Locked Rotor Amperage  

 

APPLICABLE REQUIREMENTS 

 

C22.2 No 139-10  - Electrically Operated Valves 

UL 429(6th Edition 2011) - Electrically Operated Valves 
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Supplement to Certificate of Compliance 

Certificate: 1378915 Master Contract: 157406 

The products listed, including the latest revision described below, 

are eligible to be marked in accordance with the referenced Certificate. 

Product Certification History 

Project Date Description 

     

70026338 2015-07-23 Update report to evaluate switch for use in all model of valve actuator in 

product section and alternate printed wiring board coating. 

2650794 2013-08-30 Update the report for to allow range of voltage from 110-120Vac and input 

can be supplied either 50 or 60 Hz frequency. Also, external contact terminal 

rating updated to 250Vac, 5A resistive. 

2275587 2010-02-17 Addition of new models DMA 6C120, DMA   12C120, and DMA 30C120. 

Addition of certified  component. 

2175984 2009-06-15 Evaluate alternate components for DMA series valve actuators. 
 

 

 

 


