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Die Karl Dungs GmbH & Co. KG bescheinigt hiermit den Einsatz unter 

folgenden Bedingungen: 

 Gültigkeitsbereich 

Der DUNGS GasMultiBloc® MBE ist für Gase gemäß EN 437:2018 entwickelt 

und geeignet für Gase der Gasfamilien 1, 2 und 3, 100% Wasserstoff (trocken) 

sowie für Bio- und Klärgase (DVGW G 260 (A)) bis max. 1,0 Vol. % 

H2S (trocken). 

Die Anwendung mit Pyrolyse- und Synthesegasen (z. B. Holzgas oder anderen 

durch thermochemische Verfahren erzeugten Sondergasen) ist grundsätzlich 

möglich, sofern das Gas entsprechend aufbereitet ist. Verunreinigungen wie 

zum Beispiel Teer oder Teerbestandteile können sich im Ventil ablagern und 

die Dichtheit beeinträchtigen. Korrosive und aggressive Stoffe  

(z.B. Schwefel-, Chlor-, Fluor-, Silizium- oder Ammoniakverbindungen) können 

die Lebensdauer der Bauteile beeinträchtigen. 

 

Anforderungen an Gasqualität und Aufbereitung 

Hierzu zählen insbesondere: 

• Keine Bestandteile von Staub und Aerosolen. 

• Das Gas muss unter allen Umgebungsbedingungen trocken sein und 

darf den Taupunkt nicht unterschreiten. 

• Kein Kondensat von z.B. Wasser bzw. Teeren in Gas- bzw. gemisch-

berührten Bauteilen. 

 

Gewährleistung 

Der Hersteller weist darauf hin, dass Ablagerungen, Korrosion oder Funktions-

beeinträchtigungen, die auf unzureichend aufbereitetes oder verunreinigtes 

Gas zurückzuführen sind, keinen gewährleistungspflichtigen Sachmangel im 

Sinne der Gewährleistungsbedingungen darstellen. 

Eine Haftung für Schäden, die durch unzureichende Gasaufbereitung ent-

stehen, ist ausgeschlossen. 

 

Wartung: 

DUNGS-Produkte in Pyrolysegasanwendungen müssen regelmäßig geprüft 

und gegebenenfalls gewartet werden, um die sicherheitsrelevanten Funk-

tionen zu gewährleisten.  

• Bei Nichtbeachtung sind Personen- oder Sachfolgeschäden denkbar.  

• DUNGS empfiehlt eine monatliche und nachweisliche (Dokumentation) 

Prüfung.  
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• Prüfung und Wartung darf nur von autorisiertem Fachpersonal durch-

geführt werden.  

 

Sofern in dieser Erklärung keine abweichenden Bedingungen genannt 

sind, gelten weiterhin die technischen Spezifikationen und Einsatz-

grenzen gemäß der gültigen Konformitätserklärung und Gebrauchs-

anleitung des Produktes. 

 

Urbach, 26. November 2025 

 

 

 

B.Sc., MBA Simon P. Dungs 

Chief Operating Officer 

Karl Dungs GmbH & Co. KG 

 

Urbach, 26. November 2025 

 
i.V. Dipl.-Ing. Stephan Arnold 

Head of Product Management & Supportcenter 

Karl Dungs GmbH & Co. KG 
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Karl Dungs GmbH & Co. KG hereby confirms:  Scope 

The DUNGS GasMultiBloc® MBE is designed for use with gases  

in accordance with EN 437:2018. It is suitable for gases of gas families  

1, 2 and 3, 100% hydrogen (dry), as well as for bio- and digester gases  

(DVGW G 260 (A)) up to max. 1.0 vol. % H2S (dry). 

The use with pyrolysis and synthesis gases (e.g., wood gas or other special 

gases produced by thermochemical processes) is generally possible, provided 

the gas is properly conditioned. Contaminants such as tar or tar components 

can deposit in the valve and impair tightness. Corrosive and aggressive 

substances (e.g., sulfur, chlorine, fluorine, silicon, or ammonia compounds) 

can reduce the lifetime of components. 

 

Requirements for Gas Quality and Conditioning 

This includes, in particular: 

• No dust or aerosol components. 

• The gas must be dry under all ambient conditions and must not fall 

below the dew point. 

• No condensate from, e.g., water or tars in gas-contacting or mixture-

contacting components. 

 

Warranty 

The manufacturer points out that deposits, corrosion, or functional impairments 

caused by insufficiently conditioned or contaminated gas do not constitute a 

defect covered by warranty under the warranty conditions. 

Liability for damage resulting from inadequate gas conditioning is excluded. 

 

Maintenance 

DUNGS products used in pyrolysis gas applications must be regularly 

inspected and, if necessary, maintained to ensure safety-relevant functions. 

• Failure to comply may result in personal injury or property damage. 

• DUNGS recommends a monthly and documented inspection. 

• Inspection and maintenance may only be carried out by authorized 

specialist personnel. 
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Unless otherwise stated in this declaration, the technical specifications 

and operating limits according to the valid declaration of conformity and 

the product’s operating instructions remain applicable. 

 

 

Urbach, 26. November 2025 

 

 

 

B.Sc., MBA Simon P. Dungs 

Chief Operating Officer 

Karl Dungs GmbH & Co. KG 

 

Urbach, 26. November 2025 

 
i.V. Dipl.-Ing. Stephan Arnold 

Head of Product Management & Supportcenter 

Karl Dungs GmbH & Co. KG 

 


