
MBE – not just
a replacement

it‘s real progress!

MBE-VR DMV/11 + FRS DMV/11 eco + FRS

Rp 2 120 m3/h / 4240 cfh 95 m3/h / 3350 cfh

DN 65 230 m3/h / 8120 cfh 120 m3/h / 4240 cfh

DN 80 320 m3/h / 11300 cfh 160 m3/h / 5650 cfh

DN 100 470 m3/h / 16600 cfh 260 m3/h / 9180 cfh

DN 125 710 m3/h / 25070 cfh 380 m3/h / 13420 cfh

DN 150 920 m3/h / 32490 cfh -

FLOW RATE
Flow rates up to 100 % higher

OPENING -
BEHAVIOR

MBE-VV DMV/11 (DLE) DMV/11 eco (DLE)

100% Flow ~ 5 - 6 s DMV-D: < 1 s  
DMV-DLE ~ 5 - 20 s

50% Flow ~ 1,5 - 2 s DMV-D: < 1 s  
DMV-DLE ~ 5 - 20 s

Opens reliably and under control –
For a safe ignition process

INSTALLATION 
HEIGHT
 
Depending on the 
nominal diameter, the 
MBE is slightly higher 
than the DMV.  
However, the optimized 
mounting of the actua-
tor on the Valve Body 
reduces the required 
space above when 
changing the actuator. 
Please check in advan-
ce if there is enough 
installation space 
available.

TWO ELECTRICAL
CONNECTIONS
 
Instead of a common
connection, the MBE
has two separate
electrical connections.
A practical Y-adapter
is available for easy
installation. 

DIRECT IGNITION
GAS CONNECTION

The ignition gas line
can be connected
directly, eliminating
the need for an
additional adapter –
�É�·�Ì�¿�Ä�½���Ê�¿�Ã�»���·�Ä�º���»�n�Å�È�Ê
during the installation.

SOFT OPENING
BEHAVIOR
 
The MBE opens in a
controlled and reliable
manner – slow
enough for a safe
ignition process, but
quick enough for a
smooth start. Manual
adjustment of the
opening speed is not
necessary.

FIXED FLOW RATE
 

The MBE does not
have an integrated
main volume setting.
Instead, the desired
gas volume can be
adjusted using the
�¸�Ë�Ê�Ê�»�È�r�Ï���Ì�·�Â�Ì�»�É���¿�Ä���Ê�¾�»
gas control section.

MODULAR DESIGN
 

The MBE consists of
two coordinated
modules:

Valve Body and Valve
Drive. While this
modular design
eases maintenance, 
replacement and
warehousing – multip-
le part numbers are
required.

Save up to 200 EUR / USD on your electricity costs each yearPOWER
MBE-VV DMV/11 DMV/11 eco

Rp 2

16 W

110 W 32 W

DN 65 110 W 32 W

DN 80 110 W 40 W

DN 100 135 W 50 W

DN 125 200 W 50 W

DN 150 - -

Up to 32 kg / 70 lbs lighter for easier handling and 
lower transportation costs

MBE-VV DMV/11 DMV/11 eco

Rp 2  8,9 Kg / 19,6 lbs 12,3 Kg / 27,1 lbs 7,2 Kg / 15,9 lbs

DN 65 13,5 Kg / 29,7 lbs 14,6 Kg / 32,2 lbs 10,0 Kg / 22,0 lbs

DN 80 14,5 Kg / 32,0 lbs 23,6 Kg / 52,0 lbs 16,3 Kg / 35,9 lbs

DN 100 17,0 Kg / 37,5 lbs 30,6 Kg / 67,5 lbs 24,2 Kg / 53,4 lbs

DN 125 18,5 Kg / 40,7 lbs 50,6 Kg / 111,6 lbs 31,7 Kg / 69,9 lbs

DN 150 23,9 Kg / 52,6 lbs - -

WEIGHT

INSTALLATION
HEIGHT

a MBE-VV DMV/11 (DLE) DMV/11 eco (DLE)

Rp 2 313 mm - 179 mm (179 mm)

DN 65 382 mm 251 mm (275 mm) 179 mm (179 mm)

DN 80 382 mm 293 mm (312 mm) 246 mm (265 mm)

DN 100 382 mm 331 mm (382 mm) 292 mm (346 mm)

DN 125 382 mm 412 mm (462 mm) 329 mm (387 mm)

DN 150 382 mm - -

Ready for the next step?
Our team will support you with the transition —
both technically and organizationally.
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Karl Dungs GmbH & Co. KG 
Karl-Dungs-Platz 1 • 73660 Urbach, Germany
Phone + 49 7181 804 - 0 
info@dungs.com • www.dungs.com

b MBE-VV DMV/11 (DLE) DMV/11 eco (DLE)

Rp 2 338 mm - 275 mm

DN 65 407 mm 450 mm 275 mm

DN 80 407 mm 510 mm 370 mm

DN 100 407 mm 600 mm 450 mm

DN 125 407 mm 750 mm 500 mm

DN 150 407 mm - -

a b

MBE COMPONENTS

ValveDrive ValveBodyValveBody
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From November 1st 2025, the DMV 5065-5125  models will be replaced by the new MBE-VV.  

The MBE-VR (valve and regulator combination) is a one-product solution that  

can replace both the DMV and our FRS/FRN regulators.

ALL ADVANTAGES AT A GLANCE
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Easier handling & lower transport costs

Smooth transition without system conversion

���»�Â�¿�·�¸�Â�»�‘���»�Ì�»�Ä���Ë�Ä�º�»�È���»�Î�Ê�È�»�Ã�»���¹�Å�Ä�º�¿�Ê�¿�Å�Ä�É

Future-proof & sustainable

Easy to maintain & individually customizable

More power with the same size

No additional attachments necessary

���o�¹�¿�»�Ä�¹�Ï���Ê�¾�·�Ê���Æ�·�Ï�É���Å�n

Well-equipped for large-scale applications

�����¿�Ã�Æ�Â�»�‘���»�o�¹�¿�»�Ä�Ê�‘���r�»�Î�¿�¸�Â�»

Saves space & time

Global approval
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One actuator each for 100-240 VAC & 24 VDC

Up to 32 kg / 70 lbs lighter

Backward compatible

���»�Ã�Æ�»�È�·�Ê�Ë�È�»�–�¿�Ä�º�»�Æ�»�Ä�º�»�Ä�Ê���s���»�Î�Ê�»�Ä�º�»�º���È�·�Ä�½�»

100 % hydrogen & biogas compatible

Modular design (ValveDrive & ValveBody)

���Æ���Ê�Å���¸�·�·�����¾�¿�½�¾�»�È���r�Å�Í���È�·�Ê�»�É

Integrated proof of closure & visual indicator

Up to 200 EUR / USD less in electricity costs per year

Also available in DN 150 / ANSI 6

Outlet pressure range from 0-50 kPa / 0-200 "W.C. with only 3 sensors
 

Valve and regulator combined in one housing

PressureSensor

Valve and regulator combined in one housing.

More height, but less space required: The new MBE smart
assembly design saves valuable space above when changing drives.

6 TECHNICAL DIFFERENCES EXPLAINED IN A COMPACT WAY


