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Herstellererklärung 

LABS-Konformität des MBE-Systems 

Die Karl Dungs GmbH & Co. KG bescheinigt hiermit, dass die Anforderungen 

nachfolgender Punkte erfüllt werden: 

 Gültigkeitsbereich 

Das DUNGS MBE-System erfüllt die Anforderungen an die  

LABS-Konformität (Lackbenetzungsstörende Substanzen) gemäß VDMA 

24364:2018-05 an Gasventilen.  

In modernen Lackieranlagen gelten strenge Anforderungen an die 

Materialreinheit, insbesondere im Hinblick auf sogenannte 

lackbenetzungsstörende Substanzen (LABS). Diese können bereits in 

geringsten Konzentrationen zu Oberflächenstörungen führen, die sich in 

Form von Kratern, Benetzungsfehlern oder Haftungsproblemen äußern.  

Die bestandene LABS-Prüfung der Prüfklasse C1 (Trocken Abreiben) und 

Prüfklasse C2 (Abblasen über alle relevanten Produktoberflächen) bestätigt, 

dass das DUNGS MBE-System unter praxisnahen Bedingungen keine 

lackbenetzungsstörenden Substanzen freisetzt. Damit ist es nach aktuellem 

Stand der Technik und auf Basis der durchgeführten Prüfungen für den 

Einsatz innerhalb des lackverarbeitenden Produktionsbereiches geeignet. 

 MBE 

- ValveBody (VB-…) 

- ValveDrive (VD-…) 
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Manufacturer’s Declaration 
Paint wetting impairment substances   

  

Revision: 1R0  1/1 

Karl Dungs GmbH & Co. KG hereby confirms:  Scope 

The DUNGS MBE system meets the LABS compliance requirements (paint 

wetting impairment substances) according to VDMA 24364:2018-05 for gas 

valves.  

Modern painting systems have strict purity requirements, particularly with 

regard to substances that impair paint wetting (LABS). Even at low 

concentrations, these substances can cause surface defects such as craters 

and poor wetting or adhesion. 

Successful completion of test classes C1 (dry rubbing) and C2 (blowing off 

all relevant product surfaces) confirms that the DUNGS MBE system does 

not release any paint wetting impairment substances under practical 

conditions. Accordingly, based on the current state of the art and the tests 

carried out, it is suitable for use in paint processing production areas. 

 MBE GasMultiBloc® 

- ValveBody (VB-…) 

- ValveDrive (VD-…) 
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